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Ingress Protection (EN 60529): IP66
Impact Resistance (EN 62262): IK10 +35°C /IK08 -25°C
Electrical insulation: Totally insulated
Halogen free (DIN/VDE 0472, Part 815): 1
UV resistance: UL 508
Flammability Rating: UL 746C 5V
Glow Wire Test (IEC 695-2-1) °C: 960
Temperature °C (short term): -40 … 120 °C
Temperature °C (continuous): -40 … 80 °C
Material: Polycarbonate
Base colour: RAL 7035 -light grey
Cover colour: RAL 7035 -light grey
Gasket material: Polyurethane

Vandal Proof Enclosure

The TCi vandal proof enclosure is designed to house 
access points in areas that may be subject to damage. 
This solution will enable deployment of 802.11ac wireless 
networks in areas such as train stations, bus depots, 
shopping centres, football stadiums, schools and 
universities.  
Options are available complete with high gain vandal 
proof omni directional antennae suitable for any vendors 
access points with 2 to 8 ports.

Description

Technical specifications

Dimensions Lenght Width Height

mm 400 300 150

Inch 15.7 11.8 5.9

Enclosure Only

With Antennae & Conduit
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Specifications
Part Number                  Depending on requirements

Frequency Range         2400~2500 / 4900~5975 Mhz

Bandwidth                                          100 /1075 Mhz

Gain                                                   6 / 7 dBi

Vertical Beamwidth                            60/50°

Horizontal Beamwidth                        360°

Downtilt                                              0°

VSWR Typical                                     ≤ 2

Nominal Impedance                           50 Ohms

Polarization                                        Vertical

Isolation                                             15 dB

Max Power                                        10W at 25°C

Lightning Protection                           Not DC Grounded

Cable Length                                      Customer requirements

Dimensions                                        332mm x 145mm 

Weight                                                0.3 Kg

Storage Temperature                        -40°C to +85°C  

Operating Temperature Range         -40°C to +85°C

Wind Load                                         15N at 160 km/h

Radome Material / Colour                  Plastic / RAL7044(grey)

IP Rating                                            IP66/67

 
Dual Band 5/6dBi Indoor/outdoor omni directional antenna is designed to operate enterprise class 802.11ac access 
points. Particular attention was paid in the design of a flat and unobtrusive antenna which prevents damage and 
vandalism. Aesthetically pleasing, robust and vandal-proof IP69K rated design makes this one of the toughest yet 
compact MIMO antennas on the market. Supporting demanding applications in any wireless communication systems. 
The rugged enclosure makes this antenna perfectly suited for use in a warehouse or manufacturing environment 
where it must withstand exposure to moisture and dust. Includes mounting arm which allows for wall, unistrut, 
pole(with optional U bolt) and enclosure mounting options. This antenna is covered by the Company’s one-year 
warranty.
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