
Providing more 4 wireless01487 710 555
www.tci-wireless.co.uk

4 Lead Dual Band 5.5 dBi Outdoor Omnidirectional 
Antenna With RPSMA Connectors

Specifications

Part Number   TCANT4416
Frequency Range   2410~2490 / 4920~5925 MHz
Bandwidth                                           100 / 700 Mhz
Gain                                                    5.6 / 5.5 dBi
Vertical Beamwidth                             45°/20°
Horizontal Beamwidth                        360°
  
VSWR Typical                                     ≤ 1.9 : 1
Nominal Impedance                            50 Ohms
Polarization                                         Vertical
Isolation                                              -15dB
  
Max Power                                         25W
Lightning Protection                            Not DC Grounded
Connector                                           RPSMA Plug with 1m Pigtail
Dimensions                                         96mm x 90mm
 
Weight                                                 3.60 lbs / 1.63Kg
Mast Mount Diameter                        1.37”-1.97” / 34mm x 50mm
Operating Temperature Range          -40°F to +158°F / -40°C to +70°C
Wind Load                                          134 mph

Compact heavy duty antenna designed for 2.4/5.0 GHz ISM suitable for wide range of applica�ons within industry. 
Antenna is made with specific an�-rota�on moun�ng system. Housing of the antenna is cer�fied for standards of IP67 for water resistance, 
IK09 for high impact resistance and IP69 standard for high pressure and hot water ingress.

Key Features
Cable 1 - 4: 2.4/5.0 GHz ISM
- 2410-2490 MHz
- 4920-5925 MHz
Screw Mount
Heavy Duty antenna
High Performance
Ground Plane Independent
An�-Rota�on Moun�ng
Customizable Cable and Connector
Dimensions: Ø 96 x H 90 mm
Cer�ficates: IP67, IP69, IK09

Mechanical Specifica�ons
Specifica�ons      RA7002BC
Moun�ng Type     Screw Mount
Dimensions (mm)   96 x H 90
Radome    ASA
Radome colour   White, Black
Antenna Base   Aluminium alloy
Opera�ng Temperature ©  -40 to +85
Storage Temperature ©  -40 to +85
Substance Compliance  RoHS
Cer�ficates   IP67, IP69, Ik09


	Page 1

