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Mechanical & Environmental Properties
Dimensions                                   283 x 95mm
Weight                                          1.5kg approx.
Materia                                          lPTFE. 2002/95/EC (RoHS) compliant
Fixing Bracket                               316SS or Mild Steel Coated
Operating temperature range       - 40°C to + 60°C
Storage temperature range          - 40°C to + 60°C
Water Tightness                            IP66
Glands                                          M20 SS ATEX/IECEx Certified
                                                     M20 Brass ATEX/IECEx Certified

Electrical Properties
Frequency Range
Band 1    1710~2000MHz
Band 2    2000~2700MHz
Band 3    2700~3800MHz
Band 4    4900~5150MHz
Band 5    5150~6000MHz
Impedance
VSWR     ≤ 2.0
Polarisation    Vertical 
Beamwidth Horizontal  360°
Gain
Band 1    1.5dBi
Band 2    2.0dBi
Band 3    1.5dBi
Band 4    2.5dBi
Band 5    2.0dBi
Connectors    Customers specifications
Cable     LMR195/400 LSZH

TCATEX109    Part Number:

The ATEX/IECEx certification marking are as follows:
Ex e IIC T6 Gb
Ex tb IIIC T85°C Db IP66
(Ta = -40°C to 60°C)
And for ATEX certified equipment only:

II 2 GD 2813

ATEX/IECEx Omni Directional 1700 ~ 6000 Mhz Multi 
Band antenna
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