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IECEx Omni Directional Antennae
0 to 6000MHz)

Part Number: TCATEX400/301/nn/x Pole Mount
nn = Cable length in metres eg. (1; 5; 10)
x = Gland Material. Brass; Nickle Plate; Stainless Steel

European ATEX Directive 2014/34/EU Annex Il, 1.0.6.) Certificate Number SIRA
09ATEX3251X & IECEx SIR 10.0026X

Note: Differing Cable lengths and connectors can be supplied on
request.

Specification:

Electrical Band 1 Band 2 Band 3
Frequency MHz 1710-2000 2000-2700 | 2700-3800
VSWR <2 <2 <2
Gain dBi 2.5 4 4
3 dB beam width (h) (°) 360 360 360
Band 4 Band 5

Frequency MHz 4900-5150 5150-5850
VSWR <2 <2 &
Gain dBi 5 5 o
3 dB beam width (h) (°) 360 360 &
General Data 3
Nominal Impedance 500
Cable LMR195 FR (LSZH)

LMR400 FR (LSZH)
Maximum Power 10 watts continuous
Connector Customer Specification
Radiating Pattern Omni Directional

Note: The threshold power of the antenna shall be limited to 2 (two) watts when

the antenna gain is taken into account.
Mechanical
Length 290mm
Diameter 38mm max.
Weight 520 gms (without cable)
Material PTFE
Colour White
2002/95/EC (RoHS) Compliant
Operating temperatures -40°C to + 80°C
Storage temperatures -40°C to + 80°C
U Bolt SS 38mm Throat
The ATEX/IECEX certification marking are as follows:
Ex e lIC T6 Gb
Ex tb [IIC T85°C Db Ip66 A
(Ta = -40°C to 60°C) P LN
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